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@ Gigabit Etherr
@ Gigabit Ether  Allows you to set the date, time, and time zone for all chassis modules.

@ Setting changes on this page may not be reflected immediately. Refreshing the page after an appropriate delay willdisplay the
new values

Enable NTP.
NTP Server 1 101012

NTP Sever 2 psum01 agh2 org
NTP Senver 3 psum02 agit2 org
Date (MM/DDIYYYY) 01/18/2010

Time (HH-MM-SS) 105118

Time Zone ESTSEDT
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Event

s Fan Probe Failure
@& Gigabit Etherr Battery Probe Warning
@ Gigabit Etherr | Temperature Probe Waming
Temperature Probe Failure
Redundancy Degraded
Redundancy Lost
Power Supply Waming
Fans Power Supply Failure.

KVM
‘Power Suppies Power Supply Absent

Temperature Sensor: Hardware Log Failure.
Hardware Log Warming
Sener Absent
Sener Failure
KVM Absent
KVM Failure
10M Absent
10M Failure.
Firmware Version Mismatch
Chassis Power Threshold Error
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@ Gigabit Etherr  Configure alert destinations; make your changes and then click Apply.

Destination Number Enabled _Destination Community String

141.211.101.31
141.211.43.109

usatlasgrid

usatlasgrid

public

public
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SMTP (Email) Server Settings
10 Modules
@ Gigabit Etherr SMTP (Email) Server
@ Gigabit Ether Modify Source Email Name.
Defauit: cmc@[P address]
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Email Alert Destinations
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cmc-umbl01_R34@local

Email Alert Number __ Enabled Destination Email Address

Name (Optional)

agt2-hardware@umich ed

AGLT2 Admin

ball@urmich edu
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